Luceci

COMMAND LED 450MM 24W DIMMABLE RGBW FLUSH WITH REMOTE
SKU# 181090
Rated Voltage 220-240V~ 50Hz

To ensure correct function and safety, please read and follow all instructions carefully before assembly, installation and
use of this luminaire. Please keep instructions for future reference.

Warranty

e This luminaire is covered by a 3-year warranty. The warranty is from date of purchase, not the date of installation.

¢ If the luminaire is not installed by a licensed electrician, it will void the warranty.

e Please retain proof of purchase and evidence of installation by a licensed electrician for any warranty enquiries.

e Warranty will be void if there is any damage due to improper usage or modification to the luminaire.

o Failure to comply with instructions in this manual may increase the risk of damage or injury and will void the warranty.

Installation Requirements
¢ This luminaire must be assembled and installed by a licensed electrician.
¢ All wiring and installation of the luminaire must adhere to latest local and national wiring rules.
e.g. AS/NZS 3000 Electrical installations.
e This is a Class Il luminaire and must be maintained during wiring and installation.
NOTE: Cables or wires of different voltage systems (e.g. Low Voltage and SELV), must be separated by double insulation.
NOTE: Ensure the mains supply wire connection to the terminal block is double insulated.
e Select a suitable location for installation:

- This luminaire is suitable for use in indoor environments only.

- The mounting point must support 2 times the weight of the luminaire.

- Ifinstalling a luminaire in an area prone to moisture, ensure that the area is well ventilated and an appropriately
rated exhaust fan is used if required. Damage or corrosion caused by environmental exposure (including salt air,
high humidity, moisture or condensation) is not a product fault, and as such is not covered under warranty.

e Take care not to pull any electrical wires during unpacking as this may damage the connection.
e Lay out all the components on a smooth surface and make sure no components are missing before assembling.
If parts are missing, return the complete product to the place of purchase for inspection or replacement.
e Check whether the luminaire has been damaged during transport. Do not operate/install any product which appears
damaged in any way. Return the complete product to the place of purchase for inspection, repair or replacement.
e This luminaire assembled with a non-user replaceable LED light source. When the light source reaches its end of life
the whole luminaire shall be replaced
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Installation Directions

Remove all packaging material from the product and be careful not to throw away accessories that may be hidden within
the packaging material. If assembly is required, place the luminaire on a smooth non-scratch surface.

Included S Not included

FIGURE A:

WARNING: Ensure power to the circuit you are working on has been switched OFF before commencing
any electrical work.

1. Remove the mounting bracket from the luminaire by loosening the screws on the side of the luminaire.

2. Use the mounting bracket as a template to mark the screw hole positions onto the ceiling.

3. Drill 6mm holes on the marked screw positions.
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FIGURE B:
4. Install the mounting bracket onto the ceiling by using appropriately sized mounting screws and anchors.
Ensure the mounting screws and anchors used are suitable for the mounting surface and the surrounding environment.
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FIGURE C:

5. Remove the cover from the terminal box and connect the mains supply wire to the terminal block.
Mains Supply Wire Luminaire Wire
Neutral — Blue or Black Blue (N)
Live — Brown or Red Brown (L)

6. Ensure that the wires are secure, and no bare wires are exposed. Replace the cover back onto the terminal box.
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FIGURE D:

7. Double check and ensure the wiring to the terminal box and luminaire.

NOTE: This is a Class Il luminaire and must be maintained during wiring and installation.
NOTE: Ensure the mains supply wire connection to the terminal block is double insulated.

NOTE: Cables or wires of different voltage systems (e.g. Low Voltage and SELV), must be separated by double
insulation.

FIGURE E:
8. Install the luminaire back onto the mounting bracket.
9. Secure the luminaire by tightening the screws on the side.
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FIGURE F:

10. After the installation of the luminaire is fully complete and ready to use, switch on the luminaire to test all the lighting
functions and enjoy your new luminaire.

11. Refer to Page 4 for the remote-control functions and instructions.
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Remote Functions
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PAIRING THE REMOTE WITH THE LUMINAIRE

1. Turn on the power to the luminaire.

2. Within 5 seconds, press and hold the “ON/OFF” button on the remote to initiate pairing.
3. The luminaire will flash once to confirm successful pairing with the remote.

UNPAIRING THE REMOTE WITH THE LUMINAIRE

1. Turn on the power to the luminaire.

2. Within 5 seconds, press and hold the “TIMING KIEY” button on the remote to initiate unpairing.
3. The luminaire will flash twice to confirm successful unpairing

SCENE MODE
1. Short press the “scene mode” button to cycle through the various pre-set scenes.
2. Long press the “scene mode” to save the current scene to the button.
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RGB COLOUR FUNCTION
1. Press the “RGB Colour change” button: This mode allows the desire R, G, B colour to be set with each press of
this button.

2. Press the “RGB stepless cycle colour change” button: This mode will set the continuous automatic stepless R, G,
B colour changes cycling between Reds, Greens, and Blues colours.

REMOTE BATTERY REPLACEMENT:

Remove battery compartment cover.

Remove existing depleted batteries.

Replace with new 2 x AAA or LR03 battery. Ensure the batteries are inserted with correct battery polarity (+ /- ).
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Replace the battery compartment cover.

Safety Tips

e Always ensure the power is OFF and the luminaire has cooled down before performing any maintenance, cleaning
or making any adjustment to the luminaire.

e To avoid injury or damage to the luminaire, ensure that power leads and screws are secure before connecting power.

e Select a suitable location away from liquids and hazards.

e To clean, wipe with a soft damp cloth. Do NOT soak or immerse the luminaire in water or other liquids.

e Ensure that the luminaire does not come in contact with corrosive chemicals/solvents or abrasive cleaners etc.

e The light source of this luminaire is not replaceable; when the light source reaches its end of life the whole luminaire
shall be replaced. There are no serviceable parts, do not attempt to dismantle or open the product.

Battery Tips and Warnings
e WARNING - KEEP BATTERIES OUT OF REACH OF CHILDREN.
e Swallowing may lead to serious injury in as little as 2 hours or death, due to chemical burns and potential perforation
of the oesophagus.
e If you suspect your child has swallowed or inserted a button battery, immediately call the 24-hour Poisons
Information Centre on 13 11 26 for fast, expert advice.
¢ Regularly check the product and make sure the battery box is correctly secured.
e.g. The screw and battery box lid is tightened. Do not use if battery box lid is not secure.
e If the battery box lid has been cracked or damaged, do not continue to use this product.
e Dispose of used batteries immediately and safely (so they cannot be retrieved by children). Flat batteries can still be
dangerous.
e Exhausted batteries are to be removed from the product.
e Always replace a full set of batteries:
o Do not mix old/used batteries and new batteries.
o Do not mix different battery brands.
o Do not mix different battery types (eg. alkaline with lithium or other battery types).
e Batteries shall only be installed or replaced by an adult.
¢ Do not use rechargeable batteries in this product.
e The supply terminals are not to be short-circuited.
e Ensure the batteries are inserted with the correct polarity.
¢ Remove batteries from the product when not in use for long periods of time.
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Specifications

SKU #

181090

Art. No

207891

Rated Voltage

220-240V~ 50Hz

Rated Wattage

24W Max.

Protection Class

Class I

LED Specs

Dimmable via remote, Changeable colour temperature via remote, RGB function via remote
CRI=80

CCT / Lumens
(White Colour only)

2700K — 6500K
1550 — 1700 lumens

Remote

Frequency: 2.4GHz ISM band
Battery type: 2 x AAA, LR03, 1.5VDC

Weight

2.3kg

Dimensions

H:50mm, Dia:450mm




