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INDOOR CANOPY ACCESSORY for ABYSS SERIES CEILING FANS 

Compatible with SKU# 213215, 213216, 213217 (56”) and 213221, 213222, 213223 (70”) 

 

WARNING: When using this canopy, the ceiling fan will be no longer be rated IP66, it will be rated IP20 only. 

            This canopy can only be used when the ceiling fan is installed indoors only.  

 

Assembly must be done by a licensed electrician. 

To ensure correct function and safety, please read and follow all instructions carefully.  

Please keep these instructions for future reference.  

 

Installation Directions 

 

NOTE: Do not discard any parts, they are all required to re-assemble later. 

 

1. Loosen the set screws and remove the dowel pin and earth cable from the down rod. 

2. Remove the ball joint and canopy from the down rod. 

3. Install the indoor canopy and ball joint onto the down rod. 

4. Insert the dowel pin into the down rod, take note not to squash or damage any of the wiring inside the down rod. 

Secure the ball joint and install the earth wire back onto the down rod by tightening the set screws. 

NOTE: Check and ensure the earth continuity of the earth cable after installation. 

5. Install the 2 canopy screws the mounting bracket. 

6. Push the canopy up, so it is flush against the ceiling. 

7. Twist the canopy anti-clockwise to the canopy in position. 

8. Secure the canopy onto the mounting bracket by tightening the 2 screws on the mounting bracket. 
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