Important - Read before installing.

Must only be installed by a
LICENSED ELECTRICIAN
to local wiring regulations.

Senoa devices must only be connected
with the Active and Neutral from the
same RCD.

Surge protection is recommended at
the main switchboard. Products
damaged by power surges are not
covered by warranty.

Set device Min & Max dimming
levels in the Zimi App ‘Settings’
for low and high brightness.

Failure to follow these
instructions can result in
serious injury or death.

Megger testing may lead to low readings
due to electronic components so
disconnect all electronic devices before
taking a reading. Install the included
warning sticker with circuit detail in the
main electrical switchboard.

AVOID THE RISK OF ELECTRIC SHOCK

Once the product has been fastened to
the wall, ensure the screw caps are
inserted firmly into place over the screw
mounting holes. (See diagram below)

Using the Multi Dimmer Switch.

Status Indicator

See overleaf for the meaning
of each colour status.
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Identifying the Dimmers & Switches.
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Connect the wiring.

& Do not connect non-dimmable loads to the dimmer channels.
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Pair and setup with Zimi.

Zimi

* Download the Zimi App.
Choose ‘Add Device'
« Follow the on screen instructions.

Download Zlml App. # Download on the
Point your phone s App Store

camera at the QR code GETITON

W
to open the app store. ” Google Play




Multi-way Switching with Behaviour Link.

Any button without a load can be linked to a button with a load.

@ The ‘Behaviour Link’ feature makes multi-way switching easy.

Use the Zimi app to create a new ‘Behaviour Link’ or change the link later.
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Multi-way switching.

& The SENOA Multi Dimmer Switch SHOULD NOT
be wired with any other type of switches.
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Zimi Cloud Connect.

Enjoy the full experience
with all your Zimi devices.

Remote access
anywhere.

Voice control
hands free.

Sunrise & Sunset
schedules.

Internet connection required

Want to learn more or need help?

Enjoy all the features to make your life easier.
Visit our website for tips, tricks and help.

Behaviour Link Schedules Energy Use Auto Off Timer
Control a switch Turn it on and off Monitor the power Turn it off
from another switch. any day or time. usage and cost. automatically.
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Status Indicator.

Ready to pair.
‘Add device’ in Zimi to pair and complete setup.

Setup is complete.
This device has been paired and setup completed.

Action in progress.
This lets you know an automatic function is being activated.

Identify device.
This shows the device when updating its settings.

Device problem.
Please refer to support to resolve the problem.

Indicator is off.
The status indicator can be turned off and on in settings.

www.zimi.life



